RW-P series

Road Weigher Platform & Indicator

- Rugged Cast Aluminum
- Designed specifically for portability
- Capacity up to 30,000 lb
- Quick and easy method of checkweighing to eliminate risk of overloading
- Lightweight, low-profile (only 1.5" high)
- Connect up to 6 platforms when using the RW-2601P multi-platform indicator
**Convenient vehicle weighing platform...**

This rugged cast aluminum weighing plate is light enough to be portable yet large enough for any type of vehicle. The bright orange industrial paint is baked on to the aluminum alloy chassis. CAS platforms not only look tough, they're built tough! With a variety of capacities & higher resolutions (1/2000 – 1/2500) the RW can be used in almost any application.

The RW can even accommodate for virtually any vehicle’s axle arrangement with the simple use of "Dummy Plates." These are simply solid rubber spacers of different sizes that can be placed between multiple platforms.

**FEATURES**
- High accuracy
- Portable
- By-Wheel Weight or Total Weight
- Water resistant
- Advanced Digital Filtering to minimize vibration
- Test for axle balance & overload conditions

**Applications**: Ramps & Cable

**Options**: Dummy Plates

**SPECIFICATIONS**

<table>
<thead>
<tr>
<th>Model</th>
<th>RW-01P</th>
<th>RW-02P</th>
<th>RW-05P</th>
<th>RW-10P</th>
<th>RW-15P</th>
</tr>
</thead>
<tbody>
<tr>
<td>Max. Capacity</td>
<td>[\text{lb} \times 1000]</td>
<td>[\text{kg} \times 1000]</td>
<td>[\text{lb} \times 1000]</td>
<td>[\text{kg} \times 1000]</td>
<td>[\text{lb} \times 1000]</td>
</tr>
<tr>
<td>Min. Division</td>
<td>[\text{lb} \times 1000]</td>
<td>[\text{kg} \times 1000]</td>
<td>[\text{lb} \times 1000]</td>
<td>[\text{kg} \times 1000]</td>
<td>[\text{lb} \times 1000]</td>
</tr>
<tr>
<td>Accuracy</td>
<td>[%]</td>
<td>[%]</td>
<td>[%]</td>
<td>[%]</td>
<td>[%]</td>
</tr>
<tr>
<td>Size (inch/mm)</td>
<td>[W]</td>
<td>[D]</td>
<td>[H]</td>
<td>[W]</td>
<td>[D]</td>
</tr>
<tr>
<td>Ramp</td>
<td>[\text{lb} \times 1000]</td>
<td>[\text{kg} \times 1000]</td>
<td>[\text{lb} \times 1000]</td>
<td>[\text{kg} \times 1000]</td>
<td>[\text{lb} \times 1000]</td>
</tr>
<tr>
<td>Dummy plate</td>
<td>[\text{lb} \times 1000]</td>
<td>[\text{kg} \times 1000]</td>
<td>[\text{lb} \times 1000]</td>
<td>[\text{kg} \times 1000]</td>
<td>[\text{lb} \times 1000]</td>
</tr>
<tr>
<td>Product weight</td>
<td>[\text{lb} \times 1000]</td>
<td>[\text{kg} \times 1000]</td>
<td>[\text{lb} \times 1000]</td>
<td>[\text{kg} \times 1000]</td>
<td>[\text{lb} \times 1000]</td>
</tr>
<tr>
<td>Shipping weight</td>
<td>[\text{lb} \times 1000]</td>
<td>[\text{kg} \times 1000]</td>
<td>[\text{lb} \times 1000]</td>
<td>[\text{kg} \times 1000]</td>
<td>[\text{lb} \times 1000]</td>
</tr>
</tbody>
</table>

**RW-2601P Multi-Platform Indicator**

**FEATURES**
- Built-in clock
- 1 Serial port: RS-232
- Built-in charger and batteries
- 10 "Vehicle number" memories
- High-speed dot-matrix receipt printer
- Connect to a PC or a Remote Display
- Connect up to 6 Platforms simultaneously
- Completely self-contained portable unit
- Large easy-to-read LCD display with back light
- Product Weight: 18.7 lb/8.5 kg

CAS USA Corporation

NJ OFFICE
98 Murray Hill Parkway
East Rutherford, NJ 07073
Tel: (201) 933-9002
Fax: (201) 933-9025
http://www.cas-usa.com

CA OFFICE
733 S. State College Blvd #98
Fullerton, CA 92831
Tel: (714) 870-1286
Fax: (714) 870-1167

Specifications are subject to change for improvement without prior notice.